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Description 

[0001] The present invention relates to a storage area 
network (SAN), and more particularly, to an access sys- 
tem in which each of a plurality of computer systems can 
make fast data accesses to a single file system created 
in one or more shared disk devices on the SAN. 
[0002] In recent years, storage area networks (SANs) 
have been implemented for providing fast networks 
which connect external storage devices with one anoth- 
er, and between storage devices and computers. The 
SAN is particularly effective when a plurality of servers 
are associated to provide a certain functionality, and 
when a single shared disk device having a large capac- 
ity is shared by a plurality of servers. The introduction 
of SAN having such a topology can result in improved 
processing performance of servers, and a reduced load 
on a network between computers, such as LAN (Local 
Area Network), WAN (Wide Area Network), and the like 
for intermediating communications between servers 
and clients. 

[0003] Conventionally, in a system which comprises 
a client, a server, a SAN, and a shared disk device pro- 
vided on the SAN, a functionality of the client device for 
accessing the shared disk device, i.e., a client function- 
ality is installed in a kernel of an operating system (OS) 
in the client device. 

[0004] JP-11-120063-A , for example, discloses a 
system in which a disk device is shared among a plural- 
ity of computers through a network. This system is in- 
tended to reduce a load on a server which is responsible 
for file management, and to avoid transferring file data 
through a network to provide faster processing. In this 
system, the server is responsive to a request from a cli- 
ent on the network to send management information on 
a requested file to the requesting client, such that the 
requesting client directly accesses the shared disk 
through the SAN based on the management information 
sent thereto. 

[0005] However, the conventional accessing method 
to the shared disk on the SAN as described above im- 
plies the following problems. 

[0006] First, since a SAN accessing functionality is in- 
stalled in the kernel of each client, this functionality de- 
pends on the version of the kernel. Therefore, a func- 
tionality for accessing the storage area network must be 
re-installed for each version of the kernel. 
[0007] Second, since a variety of methods existfor im- 
plementing accesses to the SAN depending on the plat- 
forms or operating systems, the kernel in the client must 
be adapted by re-compiling, re-linking, and the like for 
installing the functionality of a client in a different plat- 
form. Consequently, the porting of theclientfunctionality 
entails significant efforts and cost. 
[0008] Third, when the SAN access functionality is in- 
cluded in kernel facilities, bugs included in the access 
functionality, if any, could affect the overall system of the 
SAN. 



[0009] It is a first object of the present invention to pro- 
vide a system for accessing a shared disk device on a 
SAN, which is capable of separating processing for 
making a fast access to a shared file system in the SAN 

5 from processing of a kernel. 

[001 0] It is a second object of the present invention to 
provide a client for accessing a shared disk device on a 
SAN, which is capable of separating processing for 
making a fast access to a shared file system in the SAN 

10 from processing of a kernel. 

[001 1] It is another object of the present invention to 
provide an access system which is capable of installing 
a client's functionality of accessing a SAN without ad- 
aptation of a kernel, and facilitating the porting of the 

15 functionality into different platforms. 

[001 2] It is a further object of the present invention to 
provide a client which is capable of installing a SAN ac- 
cess functionality without adaptation of a kernel, and fa- 
cilitating the porting of thef unctionality into different plat- 

20 forms. 

[0013] The first object of the present invention is 
achieved by an access system which comprises a 
shared disk device provided on a storage area network; 
and a client for accessing a file in a file system created 
25 in the shared disk device, wherein a functionality of ac- 
cessing the file system in the shared disk device is in- 
stalled within the client as part of a user program of said 
client by utilizing a dynamic link library. 
[0014] The second object of the present invention is 
30 achieved by a client for accessing a file in a file system 
created in a shared disk device on a storage area net- 
work. The client comprises means for executing a user 
program for accessing said file; and means for installing 
a functionality of accessing to the file system as part of 
35 the user program by utilizing a dynamic link library. 
[0015] In the present invention, the processing for 
making a fast access to a shared file system in the stor- 
age area network can be separated in the client from 
the processing of the kernel. Therefore, the functionality 
40 of accessing the storage area network can be installed 
into the client without altering the kernel, thereby reduc- 
ing the number of steps required for porting the func- 
tionality into a different platform. The present invention 
also eliminates an inconvenience of repeatedly install- 
45 jng a client functionality for each version of kernel in or- 
der to access the storage area network. Since the func- 
tionality of accessing the storage area network is not in- 
stalled in the kernel, bugs, if any, would be prevented 
from affecting the overall system of the storage area net- 
50 work. 

[001 6] The above and other objects, features, and ad- 
vantages of the present invention will become apparent 
from the following description with reference to the ac- 
companying drawings which illustrate examples of the 
55 present invention. 

FIG. 1 is a block diagram illustrating the general 
configuration of an access system according to a 
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preferred embodiment of the present invention for 
providing accesses to a shard disk device on a stor- 
age area network (SAN); 

FIG. 2 is a block diagram illustrating the internal 
configuration of a server apparatus and a client ap- 
paratus in the access system illustrated in FIG. 1 ; 
Fig. 3 is a flow chart for describing a sequence of 
operations performed when a user program opens 
a file on the shared disk device in the access system 
illustrated in FIG. 1; 

Fig. 4 is a flow chart for describing a sequence of 
operations performed when a user program reads 
a file on the shared disk device in the access system 
illustrated in FIG. 1; 

FIG. 5 is a flow chart for describing a sequence of 
operations performed when a user program writes 
a file on the shared disk device in the access system 
illustrated in FIG. 1; 

FIG. 6 is a flow chart for describing a sequence of 
operations performed when a user program closes 
a file on the shared disk device in the access system 
illustrated in FIG. 1 ; and 

FIG. 7 is a block diagram illustrating the general 
configuration of an access system according to an- 
other embodiment of the present invention. 

[0017] An access system according to a preferred 
embodiment of the present invention illustrated in FIG. 
1 provides accesses to a shared disk device on a stor- 
age area network (SAN) . This access system comprises 
server apparatus 10; client apparatus 20; shared disk 
device 30; SAN 40; and LAN (Local Area Network) 50. 
[0018] Server apparatus 10 and client apparatus 20 
are interconnected through LAN 50 in a network man- 
ner. Also, server apparatus 1 0, client apparatus 20, and 
shared disk device 30 are all connected to SAN 40. 
[001 9] Shared disk device 30 includes shared file sys- 
tem 60 local to server apparatus 10. Server apparatus 
10 manages shared file system 60 created in shared 
disk device 30. Shared file system 60 stores metadata 
70 and file 80. An access to file 80 requires the use of 
metadata 70 which is managed by server apparatus 1 0. 
Shared disk device 30 is accessed in accordance with 
a SCSI (Small Computer System Interface) protocol, us- 
ing a physical address and a data size (I/O (Input/Out- 
put) size) as parameters, from server apparatus 10 and 
client apparatus 20 through SAN 40. 
[0020] On the other hand, client apparatus 20 mounts 
shared file system 60 via the network using a function- 
ality of a network file system (NFS). Client apparatus 20 
can know the existence of file 80 using the NFS. 
[0021 ] When client apparatus 20 accesses shared file 
system 60, client apparatus 20 transmits, to server ap- 
paratus 1 0. a file handle which is information for identi- 
fying file 80 to be accessed, an offset value from the 
head for file 80 and an I/O size, through LAN 50. The 
file handle is, for example, a file identifier with which 
server apparatus 10 manages a file of interest. 



[0022] Server apparatus 1 0 transmits, to client appa- 
ratus 20, a physical disk address, i.e., start address of 
shared disk device 30 corresponding to the offset value 
from the head for file 80, the I/O size, and an offset ad- 

5 dress from the head of file 80 through LAN 50. 

[0023] Subsequently, client apparatus 20 directly ac- 
cesses shared disk device 30 through SAN 40 in accord- 
ance with the foregoing information transmitted from 
server apparatus 10 to realize a fast access to a file with - 

10 in shared file system 60 from client apparatus 20. 

[0024] In this embodiment, the foregoing functionality 
of accessing shared file 60, performed by client appa- 
ratus 20, can be realized only by an application interface 
(API) of the OS. This eliminates the need for modifying 

15 the kernel of client apparatus 20 for realizing the func- 
tionality, and facilitates porting of the functionality into a 
variety of platforms. 

[0025] FIG. 2 illustrates the internal configuration of 
server apparatus 1 0 and client apparatus 20 in detail. 
20 [0026] Server apparatus 10 has installed therein kern- 
el facility 101 which includes shared file system server 
mechanism 1011, file system control mechanism 1012, 
and SCSI driver 1013. SCSI driver 1013 serves as an 
interface to SAN 40. Also, in server apparatus 10, file 
25 handle acquisition daemon 1 02 acts as a process which 
operates in a user space. Here, the daemon refers to a 
process for implementing a functionality of the system, 
or executing some background service in accordance 
with a general usage in this technical field. 
30 [0027] Client apparatus 20 has installed therein ker- 
nel facility 203 which includes Raw I/O driver 2031 , SC- 
SI driver 2033, socket mechanism 2034, and file system 
control mechanism 2035. SCSI driver 2033 serves as 
an interface to SAN 40. Raw I/O driver 2031 includes 
35 buffer 2032 which is a memory area for transferring data 
to a user space. There is user program 201 which is an 
I/O issuing process on client apparatus 20, where user 
program 201 operates with memory area 201 0 allocated 
thereto for I/O operations. 
40 [0028] Further, shared file system client I/O issue 
processing unit 202 and standard I/O issue processing 
unit 205 exist on client apparatus 20, and are provided 
as dynamic link libraries, respectively. In addition, proxy 
open daemon 206 operates on client apparatus 20. 
45 [0029] Kernel facility 101 and file handle acquisition 
daemon 1 02 of server apparatus 1 0 are executed on a 
program controllable computer processing unit, i.e.. 
CPU of server apparatus 1 0 associated therewith to im- 
plement their respective facilities. Similarly, kernel facil- 
50 ity 203, user program 201 , shared file system client I/O 
issue processing unit 202, standard I/O issue process- 
ing unit 205, and proxy open daemon 206 of client ap- 
paratus 20 are executed on a program controllable com- 
puter processing unit (i.e., CPU) of client apparatus 20 
55 associated therewith to implement their respective func- 
tionalities. 

[0030] In shared file system I/O issue processing unit 
202 and standard I/O issue processing unit 205, which 
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are dynamic link libraries, "open", "read", "write", and 
"close" functions are defined in the same symbol 
names. As user program 201 calls the open, read, write, 
or close function, kernel facility 203 executes a function 
included in the dynamic link library as part of user pro- 
gram 201 for solving a symbol name. 
[0031] Proxy open daemon 206, which operates in the 
user space, is operating on client apparatus 20. This 
daemon can communicatewith userprogram 201 by uti- 
lizing socket mechanism 2034 included in kernel facility 
203. 

[0032] Next, description will be made on the process- 
ing involved in an access made by user program 201 on 
client apparatus 20 to file 80 in shared disk device 30. 
[0033] When an access is made to file 80 from user 
program 201 on client apparatus 20, afile handle forfile 
80 on shared file system 60 must be transmitted to 
shared file system server mechanism 1011 in server ap- 
paratus 10. However, since shared file system 60 is a 
local file system on server apparatus 1 0, client appara- 
tus 20 cannot acquire the file handle for file 80 with API 
provided by a general OS. To address this inconven- 
ience, in this embodiment, file handle acquisition dae- 
mon 102 is located on server apparatus 10. File handle 
acquisition daemon 102, which operates in a privileged 
mode on server apparatus 1 0, can acquire, from file sys- 
tem control mechanism 1012, a file handle for a file 
which is created on shared file system 60 and has an 
arbitrary file name. 

[0034] Shared file system client I/O issue processing 
unit 202 of client apparatus 20 transmits an absolute 
pass name of the file to file handle acquisition daemon 
102, and acquires the file handle for file 80 on server 
apparatus 10 as a return to the transmitted absolute 
pass name. 

[0035] Next, description will be made on a scheme ac- 
cording to the present invention for accessing shared 
disk device 30 without altering user program 201 . 
[0036] When user program 201 operates for access- 
ing shared disk device 30, user program 201 is dynam- 
ically linked to shared file system client I/O issue 
processing unit 202 in client apparatus 20, and acts as 
one user program. Shared file system client I/O issue 
processing unit 202 has installed therein open, read, 
write, and close functions which are I/O processing APIs 
of the kernel facility. These functions are implemented 
using Raw I/O driver 2031 installed in kernel facility 203 
and API of socket mechanism 2034 installed in kernel 
facility 203. Raw I/O driver 2031 provides API for using 
I/O processing in accordance with the SCSI protocol 
from user program 201 . This API is an API of a low level 
access processing functionality to shared disk device 
30. 

[0037] For accessing a general file system, user pro- 
gram 201 is dynamically linked to standard I/O issue 
processing unit 205 which has been previously provided 
on the system of client apparatus 20, and inputs and 
outputs data using the APIs of the open, read, write, and 



close functions. In this embodiment, a search pass of 
the dynamic link library is modified such that shared file 
system client I/O issue processing unit 202 is dynami- 
cally linked to user program 201 in advance. As a result, 
5 a library of shared file system client I/O issue processing 
unit 202 is first linked to user program 201 , as a link of 
the dynamic link library, and a library of standard I/O is- 
sue processing unit 205 is next linked to user program 
201. 

10 [0038] By thus linking the dynamic link libraries, func- 
tions included in shared file system client I/O issue 
processing unit 202 are executed first in open, read, 
write, and close operations for a file, thus making it pos- 
sible to insert client processing for accessing the shared 

15 file system into these functions. 

[0039] Next, description will be made on a Raw I/O 
accessing method. 

[0040] Generally, Raw I/O driver 2031 must be ac- 
cessed in the privileged mode. However, user program 

20 201 often operates in a non-privileged mode, in which 
case user program 201 cannot access Raw I/O driver 
2031. However, as a functionality of Raw I/O driver 
2031 , access rights for shared disk device 30 may be 
managed such that the open operation to shared disk 

25 device 30 is performed in the privileged mode, and the 
respective read, write, and close operations, which are 
actual manipulations on shared disk device 30 subse- 
quent to the open operation, are performed using a file 
handle of shared disk device 30 which is acquired in the 

30 course of the open operation. Specifically, if user pro- 
gram 201 holds a copy of the file handle of shared disk 
device 30, Raw I/O drive 2031 can be accessed even 
in the non-privileged mode. For this reason, proxy open 
daemon 206, which operates in the privileged mode, is 

35 located on client apparatus 20 in this embodiment. 
[0041] Proxy open daemon 206 can operate in the 
privileged mode to access Raw I/O driver 2031 , and 
communicates with shared file system client I/O issue 
processing unit 202 through socket mechanism 2034. 

40 Shared file system client I/O issue processing unit 202 
forces proxy open daemon 206 to execute an open op- 
eration otherwise executed by the Raw I/O driver of 
shared disk device 30, and acquires a copy of the file 
handle using API of socket mechanism 2034. In this 

45 way, shared file system client I/O issue processing unit 
202 can execute subsequent read and write operations 
to shared disk device 30 through Raw I/O driver 2031 
in the non-privileged mode by use of the copy of the file 
handle acquired by proxy open daemon 206. 

50 [0042] With the employment of the strategy as de- 
scribed above, according to this embodiment, a means 
for accessing shared file system 60 on server apparatus 
1 0 can be separated from the kernel facility in client ap- 
paratus 20. Additionally, in client apparatus 20, file 80 

55 on shared file system 60 can be accessed only by user 
program 201 . 

[0043] In the following, detailed description will be 
made on the general operation of the system according 
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to this embodiment. 

[0044] When user program 201 on client apparatus 
20 accesses file 80 on shared file system 60, user pro- 
gram 201 first reserves memory area 2010 for storing 
data in accordance with an ordinary processing proce- 
dure. User program -201 can write data into memory ar- 
ea 2010, or read data written therein. Next, the open, 
read, write, and close operations will be described one 
by one. 

[0045] In a processing for opening a file, i.e., in a 
processing which involves the execution of the open 
function, when user program 201 is to access file 80 on 
shared disk device 30, user program 201 first calls the 
open function for opening file 80 at step 301, as illus- 
trated in FIG. 3. In this event, kernel facility 203 of client 
apparatus 20 attempts to dynamically link the open func- 
tion from the system. In this situation, when a dynamic 
link search pass has been set to first search shared file 
system client I/O issue processing unit 202, shared file 
system client I/O issue processing unit 202 is first dy- 
namically linked for the open function, and at step 302, 
a call is made to the open function included in shared 
file system client I/O issue processing unit 202. Then, 
at step 303, a call is made to the open function included 
in standard I/O issue processing unit 205. 
[0046] Next, at step 304, it is checked whether or not 
file 80 is resident on shared file system 60. If file 80 is 
not resident on shared file system 60, subsequent 
processing is performed by the open function of stand- 
ard I/O issue processing unit 205 to terminate this file 
opening processing. On the other hand, if file 80 is res- 
ident on shared file system 60 as determined at step 
304, user program 201 communicates with file handle 
acquisition daemon 102 of server apparatus 10 using 
socket mechanism 2034 to acquire a file handle for file 
80 managed by server apparatus 1 0 at step 305. After- 
ward, when user program 201 communicates with 
shared file system server mechanism 1011, the file han- 
dle acquired here is used to identify a file. 
[0047] Referring next to FIG. 4, description will be 
made on a sequence of operations performed when us- 
er program 201 reads file 80, i.e., executes a read func- 
tion. 

[0048] First, at step 401 , user program 201 calls the 
read function. In this event, the read function called at 
step 402 is a read function included in shared file system 
client I/O issue processing unit 202 in accordance with 
the order of a dynamic link search pass. 
[0049] Next, at step 403, it is checked whether or not 
file 80 is resident on shared file system 60. If the file 80 
is not resident on shared file system 60, user program 
201 calls a read function included in standard I/O issue 
processing unit 205 at step 404, followed by termination 
of this read operation. 

[0050] On the other hand, if file 80 is resident on 
shared file system 60 as determined at step 403, user 
program 201 transmits an I/O request including the file 
handle acquired at step 305 to shared file system server 



mechanism 1011 in server apparatus 1 0 through socket 
mechanism 2034 at step 405. In response to this I/O 
request, shared file system server mechanism 1011 
transmits a physical address, an I/O size, and an offset 
5 value of file 80 to client apparatus 20 as a row I/O re- 
quest at step 406, and shared file system client I/O issue 
processing unit 202 of client apparatus 20 receives the 
raw I/O request. In this event, the raw I/O request in- 
cludes the device file name of shared disk device 30. 
10 [0051] Next, at step 407, it is checked whether or not 
shared disk device 30 included in the raw I/O request 
has been previously opened. If shared disk device 30 
has not been opened, user program 201 requests proxy 
open daemon 206 to open shared disk device 30 at step 
15 408 in a manner similar to the foregoing file opening 
processing. Proxy open daemon 206 opens shared disk 
device 30 in the privileged mode, and transmits a file 
handle to shared disk device 30 through socket mech- 
anism 2034. Generally, the transmission of a file handle 
20 entails the use of extended message SCM_RIGHTS In- 
cluded in socket mechanism 2034. As a result, at step 
408, shared file system client I/O issue processing unit 
202 acquires the file handle to shared disk device 30. 
Afterward, shared disk device 30 can be accessed using 
25 the file handle acquired at step 408. After step 408, the 
control proceeds to step 409. 

[0052] If shared disk device 30 has been previously 
opened as determined at step 407, the control proceeds 
to step 409, bypassing step 408, because the file handle 
30 to shared disk device 30 has already been acquired. 
[0053] At step 409, user program 201 accesses 
shared disk device 30 with Raw I/O driver 2031 by uti- 
lizing the raw I/O request acquired at step 406 and the 
file handle to shared disk device 30. In this event, user 
35 program 201 can pass through a check for an access 
right of Raw I/O driver 2031 , because user program 201 
uses the file handle which has been acquired when 
shared disk device 30 was opened by proxy open dae- 
mon 206. 

40 [0054] Raw I/O driver 2031 accesses shared disk de- 
vice 30 through SCSI driver 2033, and read data is 
transferred to buffer 2032 by DMA (Direct Memory Ac- 
cess), and then copied into memory area 2010 reserved 
for user program 201 by Raw I/O driver 2031 . Subse- 
45 quently, shared file system client I/O issue processing 
unit 202 transmits a notification of the Raw I/O end to 
shared file system server mechanism 1011 at step 410, 
and receives the notification of the I/O end from shared 
file system server mechanism 1011 at step 41 1 . Then , 
50 at step 41 2, user program 201 seeks the same size as 
that issued in the read operation to match the file posi- 
tion, followed by termination of the read operation. 
[0055] Referring next to FIG. 5, description will be 
made on a sequence of operations performed when us- 
55 er program 201 writes into file 80, i.e., executes a write 
function. 

[0056] First, user program 201 calls the write function 
at step 501 . In this event, the write function called at step 
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502 is a write function included in shared file system cli- 
ent I/O issue processing unit 202 in accordance with the 
order of a dynamic link search pass. 
[0057] Next, at step 503, it is checked whether or not 
file 80 is resident on shared file system 60. If file 80 is 
not resident on shared file system 60, user program 201 
calls a write function included in standard I/O issue 
processing unit 205 at step 504, followed by termination 
of this write operation. 

[0058] On the other hand, if file 80 is resident on 
shared file system 60 as determined at step 503, user 
program 201 first flashes a cache of file 80 at step 505, 
and transmits an I/O request including the file handle 
acquired at step 305 to shared file system server mech- 
anism 1011 in server apparatus 10 through socket 
mechanism 2034 at step 506. In response to this I/O 
request, shared file system server mechanism 1011 
transmits a physical address, an I/O size, and an offset 
value of file 80 to client apparatus 20 as a row I/O re- 
quest at step 507, and shared file system client I/O issue 
processing unit 202 of client apparatus 20 receives the 
raw I/O request. In this event, the raw I/O request in- 
cludes the device file name of shared disk device 30. 
[0059] Next, it is checked at step 508 whether or not 
shared disk device 30 included in the raw I/O request 
has been previously opened. If shared disk device 30 
has not been opened, user program 201 requests proxy 
open daemon 206 to open shared disk device 30 at step 
509 in a manner similar to the foregoing file opening 
processing. Proxy open daemon 206 opens shared disk 
device 30 in the privileged mode, and transmits a file 
handle to shared disk device 30 through socket mech- 
anism 2034. Generally, the transmission of a file handle 
entails the use of extended message SCM_RIGHTS in- 
cluded in socket mechanism 2034. As a result, at step 
509, shared file system client I/O issue processing unit 
202 acquires the file handle to shared disk device 30. 
Afterward, shared disk device 30 can be accessed using 
the file handle acquired at step 509. After step 509, the 
control proceeds to step 510. 

[0060] If shared disk device 30 has been previously 
opened as determined at step 508, the control proceeds 
to step 51 0, bypassing step 509, because the file handle 
to shared disk device 30 has already been acquired. 
[0061] At step 510, user program 201 accesses 
shared disk device 30 with Raw I/O driver 2031 by uti- 
lizing the raw I/O request acquired at step 507 and the 
file handle to shared disk device 30. Similar to the afore- 
mentioned case, user program 201 can pass through a 
check for an access right of Raw I/O driver 2031, be- 
cause user program 201 uses the file handle which has 
been opened by proxy open daemon 206. 
[0062] Raw I/O driver 2031 accesses shared disk de- 
vice 20 through SCSI driver 2033. Write data is trans- 
ferred from memory 2010 reserved for user program 
201 to buffer 2032, and again transferred to shared disk 
device 30 by Raw I/O driver 2031 through SCSI driver 
2033 by DMA. Subsequently, shared file system client 



I/O issue processing unit 202 transmits a notification of 
raw I/O end to shared file system server mechanism 
1011 at step 511 , and receives a notification of I/O end 
from shared file system server mechanism 1011 at step 
5 512. Then, at step 513, user program 201 seeks the 
same size as that issued in the write operation to match 
the file position, followed by termination of the write op- 
eration. 

[0063] Referring next to FIG. 6, description will be 
10 made on a sequence of operations performed when us- 
er program 201 closes file 80, i.e., executes a close 
function. 

[0064] For closing file 80, user program 201 first calls 
the close function at step 601 . The close function called 

15 in this event is a close function included in shared file 
system client I/O issue processing unit 202 in accord- 
ance with the order of a dynamic link search pass. 
[0065] Next, at step 603, it is checked whether or not 
file 80 is resident on shared file system 60. If file 80 is 

20 not resident on shared file system 60, the file closing 
processing is terminated without further processing. On 
the other hand, if file 80 is resident on shared file system 
60, user program 201 closes shared disk device 30 
which has been previously opened. Then, at step 605, 

25 user program 201 calls a close function of standard I/O 
issue processing unit 205 to close file 80, thus complet- 
ing the file closing processing. 

[0066] Since the system for accessing a shared disk 
device on a SAN according to the foregoing embodi- 

30 ment is configured and operates as described above, 
the system is particularly advantageous in that: (1 ) a da- 
ta access section is installed as part of a user program 
using a dynamic link library; (2) Raw I/O processing, 
which must be accessed in the privileged mode, is 

35 avoided by providing a proxy open daemon; and (3) a 
daemon for acquiring a file handle to a network file sys- 
tem is located in a server apparatus, so thatthe process- 
ing for making a fast access to a shared file system in 
SAN 40 can be executed separately from the processing 

40 of the kernel without altering user program 201 . Conse- 
quently, the access system of the present invention can 
install a client functionality for accessing a shared disk 
device on the SAN without altering the kernel, and re- 
duce the number of steps required to port the client func- 

45 tionality to a different platform. 

[0067] While the present invention has been de- 
scribed in connection with a preferred embodiment 
thereof, the present invention is not necessarily limited 
to the foregoing embodiment and implementations, but 

50 may be modified in various manners without departing 
from its technical idea to bringthe invention into practical 
use. For example, LAN 50 may be located in SAN 40. 
Also, as illustrated in FIG. 7, a plurality of shared disk 
devices 30, 30A, 30B, may be connected to SAN 40, 

55 and a plurality of files 80-1, 80-N may be stored in 
shared disk device 30A. Further, as illustrated in FIG. 7, 
a plurality of client apparatuses 20 may be provided in 
the system. 
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[0068] While preferred embodiments of the present 
invention have been described using specific terms, 
such description is for illustrative purposes only, and it 
is to be understood that changes and variations may be 
made without departing from the spirit or scope of the 
following claims. 



Claims 

1. An access system comprising: 

a shared disk device provided on a storage ar- 
ea network; and 

a client for accessing a file in a file system cre- 
ated in said shared disk device, wherein a func- 
tionality of accessing the file system in said 
shared disk device is installed within said client 
as part of a user program of said client by uti- 
lizing a dynamic link library. 

2. The system according to claim 1 , wherein said client 
comprises: 

access processing means for inserting, as said 
functionality, access processing for accessing 
the file system in said shared disk device into 
ordinary file access processing, said access 
processing means being installed as a dynamic 
link library. 

3. The system according to claim 1 or 2, further com- 
prising a server connected to said storage area net- 
work, wherein said server comprises acquiring 
means for acquiring a file handle forafile in said file 
system to be accessed by said client, and transmits 
said file handle to said client. 

4. The system according to claim 3, wherein said ac- 
cess processing means acquires the file handle 
from said acquiring means by utilizing a socket 
mechanism provided by a kernel. 

5. The system according to claim 1 , 2, 3 or 4, wherein 
said client comprises means for executing a proxy 
process for opening a driver for accessing said 
shared disk device in a privileged mode 

6. The system according to claim 2. 3, 4 or 5, wherein 
said userprogram sets a dynamic link library search 
pass such that said access processing means is dy- 
namically linked previous to the dynamic link library 
which performs ordinary file access processing. 

7. The system according to claim 2, 3, 4, 5 or 6, where- 
in said access processing means executes a driver 
for accessing said shared disk device in a non-priv- 
ileged mode by utilizing a socket mechanism includ- 



ed in a kernel. 

8. A client for accessing a file in a file system created 
in a shared disk device on a storage area network, 

5 said client comprising: 

means for executing a user program for ac- 
cessing said file; and 

means for installing a functionality of accessing 
10 to said file system as part of said user program 

by utilizing a dynamic link library. 

9. The client according to claim 8, further comprising 
access processing means for inserting, as said 

15 functionality, access processing for accessing the 
file system in said shared disk device into ordinary 
file access processing, said access processing 
means being installed as a dynamic link library. 

20 10. The client according to claim8 or 9, wherein said 
client acquires a file handle to a file in said file sys- 
tem to be accessed from a file handle acquisition 
process of a server on said storage area network. 

25 11. The client according to claim 10, wherein said ac- 
cess processing means acquires the file handle 
from said file handle acquisition process of said 
server by utilizing a socket mechanism included in 
a kernel. 

30 

12. The client according to claim 8, 9, 1 0 or 11 , further 
comprising means for executing a proxy process for 
opening a driver for accessing said shared disk de- 
vice in a privileged mode. 

35 

13. The client according to claim9, 10, 11 or 12, wherein 
said user program sets a dynamic link library search 
pass such that said access processing means is dy- 
namically linked previous to the dynamic link library 

40 which performs ordinary file access processing. 

14. The client according to claim 9, 10, 11, 12 or 13, 
wherein said access processing means executes a 
driver for accessing said shared disk device in a 

45 non-privileged mode by utilizing a socket mecha- 
nism in a kernel. 
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